• 



o 

m 
m 



m ■ 







11 


SERVER 




DIRECTORY 
SERVER APPLICATION 




A 






r 




LDAP PROTOCOL 




A 




\ 


r 




TCP/IP 
LAYER 




A 




\ 


r 




NETWORK 
INTERFACE 






) 




20 

y 







24 



23 



-22 



—21 



FIGURE 2 




FIGURE 3 



Post 
ADD 
operation 
Plug-in 



Directory: Server 



Post 

DELETE 
operation 
Plug-in 



Post 

MODIFY 
operation 
Plug-in 



UDP Protocol 
is used for 
sending & 
receiving 
packets 



mi 



Post 

SEARCH 
operation 
Plug-in 




FIGURE 4 





FIGURE 6 



Printer List 



ATS-E10-95 
ATS-E10-110 
ATS-E1 0-210 
AT S-E 10-400 
ATS-GP200-175 
ATS-GP200-293 
ATS-GP200-167 
ATS-GP2Q0-111 
DVTP370_NEB6 
E10 193 



TestPrmter 




FIGURE 7 



Attribute Modification : E10 193 




ciscolor 

cisdomainname 

cisdriverlocation 

cisduplex 

cisfinisher 

cisframetype 

cisgatewayaddress 

cisinstallerlocation 



cisipaddress 




FIGURE 8 




FIGURE 9 



m 



O 



m 
m 



is 



I; 

f'i- 



ai (5 a5 oi ai 1 

,"c ]c c c c 1 

| | | | % 

o b o o o ! 

.1 * E M El 



U U U U 3 





tn 

UJ 

S o 2 




3>- 




E ? ^ 


o 
r- 


LU 




8 2 x 2 3 
ii ii ii it ii 


CL 
HI 

•a 
II 


II 


;e 


z z s z z 
u u u u u 


z: 


: 2 






H 






.C Q. u <TJ c 



-i o 

u 



> e _ ^ 

0J O C O 



O a _ 

_ _ 4 4 4 1 

u u o o o <w> 



(±! -H El (3 (*] [*! ; / IS (?) 51 



o 



' 7 4J 

y 




m 



a 




REGISTER WINDOWS SOCKETS 
WITH MULTICAST GROUPS 



S1701 



INITIALIZE SETTINGS FOR 
PROCESSING RECEIVED 
MULTICAST MESSAGES 



SI 702 



LDAP CLIENT INITIALIZE 
COMMUNICATION WITH 
DIRECTORY SERVER 



J 



1703 



LDAP CLIENT PERFORM 
OPERATION IN 
DIRECTORY SERVER 



SI 704 



J 



CLIENT RECEIVE MULTICAST 
MESSAGES VIA 
WINDOWS SOCKET 



SI 705 



CLIENT PROCESS 
MULTICAST MESSAGE 
ACCORDING TO SETTINGS 



SI 706 



j 



FIGURE 17 



EDIT SERVER 
CONFIGURATION 
FILE 



S1801 



ON SERVER STARTUP, 
LOAD LIBRARY AND 
CALL INITIALIZATION 
FUNCTIONS 



SI 802 



INITIALIZE POST-OPERATION 
PLUG-INS AND WINDOWS SOCKET 



CP 




NO 



n 

1-1. 

w 

Q 



SI 803 



CALL PLUG-IN 
CORRESPONDING 
TO TYPE OF LDAP 
OPERATION 



SI 805 



PLUG-IN OBTAIN 
DN AND RESULT 
INFORMATION 



SI 806 



PLUG-IN GENERATE 
MULTICAST PACKET 



SI 807 



J 



PLUG-IN MULTICAST 

PACKET THROUGH 
WINDOWS SOCKET TO 
MULTICAST ADDRESS 



SI 808 



FIGURE 18 



